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DISCLAIMER 

Although It Is assumed that alt the precautions have been 
taken to check out this program thoroughly, no responsibility 
is taken by the originator of this program for any erroneous 
results, misconceptions, or mi .representations that may appear 
in this program. Furthermore, no responsibility is taken by 
Autonetics Industrial Products for the correct reoroductions of 
this program. No warranty, express or implied, is extended 
by the use or application of the program. 



TITLE: 

LOCATIONS USED: 
INTRODUCTION: 



METHOD: 



AGC-209 Baudot to Decimal Conversion Subroutine 
(Floating or Fixed Point) 

7000 - 7075 

Have the 5 binary bit baudot code at a scale of 38 
in the A register. The sign of the A register and 
its remaining contents are immaterial. Transfer to 
the proper location for the decimal format desired. 
If floating point format is required, the results 
will be in the A and R registers. If fixed point 
format is required, the results will be in the A 
register. There is no error return. In case some 
character other than a number were tested, the 
result would still be a number, as only 3 or U of 
the 5 bits are tested. 

Up to k bits are tested. The corresponding 
unnormalized floating point number is brought into 
the A and R registers. If fixed point format is 
requested, the A register contains the number at 
binary 38. If floating point format is requested, 
the number is normalized. 



USAGE: 



Calling sequence: 

Floating Sequence 

SLL or SLR 

CLA Baudot @ 38 

TRA 70000 

aET Decimal in A & R 



Fixed Point 

SLL or SLR 

CLA Baudot @ 38 

TRA 70030 

RET Decimal in A 
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U7C00C 


c+i 570420+01 70430 


L7oo4o 


c+427006 1+6470 100 


L70100 


c+0070420+3370450 


L701U0 


c+5070320+0070420 


L70200 


C+5770360+C070420 


L702H0 


C+0070420+3370510 


L7030G 


C+3070520+577C061 


1.7034c 


C+3070620+5770C61 


L.70400 


C+3070720+5770C61 


L7044c 


€+00)0000-0070070 


L70500 


C+OOCOOGO-CCOO? CO 


L.70540 


C+CGCGOO O-COCOO 1 


L7060C 


c+ooc 00 00 -0000030 


L~jo6ho 


0+0000000-0000050 


17070c 


0+0000000-0000070 


L70740 


C+OOOOOOC -00001 10 



+H27007 1+0 070U40 
+6670200+5777600 
+5077701+0 070420 

+3370510+5070370 

+3370460+5077760 
+5070400+5770300 
+3070540+5770061 
+3070640+5770061 
+3070740+5770061 

+0 0000 00 -0000010 
+0000000-0000200 

+00C 0000-0000230 
+00 oe coo-coo 0230 
+OOCCOOC-0000230 
+OCOOCOC-CCC0230 
+000 c 000-0000230 



+4270061+5770041 
+4000000+5700000 
+3370460+5077661 
+5770310+0070420 
+0070420+3370500 
+OC70420+3370500 
+3070560+5770061 
+3070660+5770061 
+0000000 -00c 0000. 

+00 00c 00 -0000020 
+00 00c 00 -0000000 
+00000 ou -oocc 020 
+COL oocc -oc 000 4o 
+COOCOCO-CGCOC60 
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+1570420+0170430 
+4500000+5700000 
+0070420+3370470 

+3370510+5070330 

+5077740+5770340 
+5070350+5770410 
+3070600+5770061 
+3070700+5770061 
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+0C000 CO -ooooc 4c 
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